Centrifugal
Pumps

FEATURING FLINT & WALLING'S SERVICE PLUS MOTORS

Model CJ103 CJ103
Low lead brass or thermoplastic impellers 1/3,1/2, 3/4,1,1-1/2

Capacities to and 2 HP
113 GPM

Pressures to 45 PSI

Discharge can be rotated to any one of four
positions for horizontal or vertical positioning

Model CJ101
Low lead brass or thermoplastic impellers

Capacities to
57 GPM

Pressures to 95 PSI CJ101

Multi-Stage for 3/4,1,1-1/2,2 %
high head and 3 HP MADE IWTHE UK

Single or three phase
Suction lifts to 25 feet <s P® m @
S £

U
Pressures to 95 PSI UL Std. No. 778 FLINT & WALLING

*USING A MAJORITY OF U.S. COMPONENTS Trust runs d€€p®



Centrifugal Pumps

Flint & Walling single and multi stage CJ103 and CJ101 Centrifugal  transfer, cooling systems, jockey pump service and general
pumps are non-self priming with suction lifts up to 25 feet. service in farm, commercial and industrial applications.
Applications include booster service, water circulation, liquid

CJ103 SERIES CJ101 SERIES
gg&%?;\.ﬁg; 1/3 THROUGH 2 HP 3/4 THROUGH 3 HP
SINGLE STAGE MODELS TWO & THREE STAGE MODELS
Sucti Castiron w/low lead brass clearance ring. Discharge port Castiron w/low lead brass clearance ring and 1/4” vacuum
uction Body oL ” ; . .
rotates in 90° increments. 1/4” vacuum tappings and drain plugs. |tapping.
Impeller(s) Closed low lead brass or closed thermoplastic Closed low lead brass or closed thermoplastic
Gasket(s) Buna-N quadra seal Lexide gasket, Buna-N quadra seal
Intermediate Stage(s) Not applicable Cast iron w/brass suction and hub clearance rings
Shaft Seal Silicon carbide, stainless steel spring, and Buna-N Silicon carbide, stainless steel spring, and Buna-N
e e o by S\?V?ttci}r]on body, 1/4" tapping for applications requiring a pressure
Pump Shaft Threaded 416 stainless steel Threaded 416 stainless steel
Base Rigid steel base assembly Heavy cast iron base assembly
All pumps feature Flint & Walling's Service Plus 56 frame NEMA J, dual voltage ODP motors with permanently lubricated double
@® ball bearing.
Single or three phase options.
Motor ... US TEF% motors avzilable opn selective models.
Open Drip Proof (ODP) motor voltage Totally Enclosed Fan Cooled (TEFC) motor voltage
Single Phase: 1/3 through 2 HP - 115/230V; 3 HP - 230V, 60HZ Single Phase: 1/2 through 3 HP - 115/230V 60/50HZ
Three Phase: 1/2 through 2 HP - 208-230V/460V, 50/60HZ Three Phase: 1/2 through 3 HP - 208-230/460V 60/50HZ

3 HP - 208-230/460V; 60HZ

Votor . . Motor Clearance
ounting Ring Intermediate Stage * Mounting Ring  Impeller i

Ring
Impeller Assy P|astic*‘ v ,B;;:;/

Rotary Impeller
Seal Shaft

Spacer Suction

: l ' Flange Assy
¢ g0

( Square Cut Inépeller TL0417
Ring rass
CJ101 SERIES CJ103 SERIES
Product may not be exactly as shown. CJ103 1/2, 3/4 and 1 HP series also available with autophoretic coating on

inside of castings.
Add suffix PC to Model No. Example: CJ103051PC.

nwe

FLINT & WALLING

Flint & Walling, Inc. ® 95 N Oak St. e Kendallville, IN 46755 ¢ 800-345-9422 ® www.FlintandWalling.com Trust runs deep®
© Flint & Walling. All rights reserved. 2



Centrifugal Pumps

PUMP PERFORMANCE
01 SERIES CENTRIFUGAL PUMPS, LOW LEAD BRASS IMPELLERS
MODEL NO. Discharge Pressure PSI MAX. IMAX.
STAGES | LIFTFT. 11020304050 ]60]70]80]90 | PRESS. Liauip
[ CAPACITYUS.GPM | PSI TEMP.
5 39 | 34| 29 | 21 | 5
CJ101BO71AB CJ101B073AB .
304 15 38 | 33| 26 | 18 54 160psig 200° F
CJ101BO7ITAB CJ101BO73TAB - ol Il I
5 2 |38 |33 26 | 18
CJ101B101AB CJ101B103AB .
1 2 15 50 | 36 | 31 | 2% | 14 62 160psig 200°F
CJ101BI0TTAB CJ101B103TAB " el Bl S
5 48 | 44 | 39 | 38 | 27 | 17
CJ101B151AB CJ101B153AB .
1172 2 15 s | a2 |37 31| 2 10 69 160psig 200°F
CJ101B151TAB CJ101B153TAB I pofll el IO I
5 56 | 52 | 47 | 41 | 34 | 2
CJ101B201AB CJ101B203AB .
) 2 15 50 | 49 | 45 | 39 | 31 | 19 70 160psig 200°F
CJ101B201TAB CJ101B203TAB " ol I I
5 49 | 47 | 43 | 40 | 36 |32 | 28| 2| 12
gjﬂé’ﬁgfﬁﬂé& gjﬂ&’&zo‘?a% 2 3 15 45 | a4 | 42 | 39 | 35 | 31 | 26 | 19 98 160psig 200° F
% 3 |3 | 33| 3 |31 |2 | 23|15
5 56 | 54 | 51 | 48 | 44 | 39 | 33 | 27 | 18
gjﬂé’ﬂggﬁ:&% gjﬂ&lgjgﬁé 3 3 15 50 | 49 | 48 | 46 | 42 | 37 | 31 | 24 95 160psig 200° F
25 37 | 36 | 36 | 35 | 34| 33| 2 | 20

01 SERIES CENTRIFUGAL PUMPS, PLASTIC IMPELLER

[ MODELNO. | Discharge Pressure PSI IMAX.
saces | UFTF. [10]20]0 [ [s0[e0 [0 0] e0] Pness LiouiD
__cwacnvus TEMP.
5 41 |35 |28 |20
CJ101P071 CJ101P073 15 38 |32 |26 |13 49 160psig 160° F
25 32 |29 | 22
5 45 |40 |35 |28 | 20
CJ101P101 CJ101P103 1 2 15 42 |39 |33 |26 |15 60 160psig 160° F
25 3% |33 |3 |2
5 54 | 50 | 44 | 38 28
CJ101P151 CJ101P153 112 2 15 48 | 46 | 42 | 3b 23 61 160psig 160° F
25 37 |3 |33 28 17
5 55 52 | 47 | &1 33/ |23
CJ101P201 CJ101P203 2 2 15 49 | 47 |45 |39 |30 17 67 160psig 160° F
25 37 [36 [33 |32 |2
5 4 |44 | 44 |41 |37 |32 |28 |22 |16
CJ101D201 CJ101D203 2 3 15 36 |36 |36 |36 |3 |30 |25 |2 |1 101 160psig 160° F
25 26 |26 |24 |24 [ 24 |22 |20 |15
5 54 |52 |50 |47 |44 |39 |33 |25 |15
CJ101D301T CJ101D303 3 3 15 48 |47 |46 |45 |42 |37 |30 (2 |1 95 160psig 160° F
25 36 |36 |36 |35 |3 |31 [27 |19
ODo not exceed the maximum case pressure and maximum liquid temperature rating of the pump. Performance shown for 60Hz models. 50 Hz models also available.
Suction and Discharge Tappings 1-1/2" X 1-1/4"
PSI| Feet 20 40 6.0 80 100 120 PSI | Feet 2.0 4.0 6.0 8.0 100 120 m'/h
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Centrifugal Pumps

PUMP PERFORMANCE

CJ103 SERIES CENTRIFUGAL PUMPS, LEAD BRASS IMPELLERS

[ MODELNO. | Discharge Pressure PSI MAX. . IMAX.
mm STAGES | LIFTFT. [f0 [ 1520 ] 25 [ 30 ] 35 ] 40 ] 45] 50| PRESS. LIQuID
AP s.GPm_____ | PSI Bl NI

5 42 | 34| 2
CJ103031AB 15 36 | 2 27 100psig 200°F
2 2
5 50 | 47 | 37 | 25
(:CJJ 1153?55119\% 112 1 15 43 | 40 | 29 | 9 32 100psig 200° F
25 33 |30 | 15
5 71| 62| 51| 36 | 1
CJ103071 CJ103071T | CJ103073 CJ103073T |  3/4 1 15 66 | 54 | 40 | 19 32 100psig 200°F
25 5 | 43 | 25
5 76 | 69 | 61 | 50 | 36 | 16
CJ103101 CJ103101T | CJ103103 CJ103108T | 1 1 15 73 | 65 | 54 | 41 | 24 39 100psig 200°F
25 66 | 57 | 45 | 29
5 94 | 88 [ 80 | 70 | 59 | 44 | 18
CJ103151 CJ103151T | CJ103153 CJ103153T | 11/2 1 15 92 | 85 | 75 | 63 | 49 | 27 43 100psig 200°F
25 74| 72 | 66 | 52 | 34
5 109 | 103 9 | 8 | 75 | 61 | 39
CJ103201 CJ103201T | CJ103203 CJ103203T | 2 1 15 109 | 103 | 94 | 82 | 67 | 45 44 100psig 200°F
25 9 | 89 | 85 | 71 | 51

MODEL NO. charge Pressure PSI MAX. . OMAX.

mm STAGES | LIFTFT. mmmmmmmmm PRESS. LIQuID
S.GPM_____ | PSI S| BRI ENEE

5 43 | 3% | 21

CJ103P031 173 1 15 3B | 24 26 100psig 160° F
25 26
5 45 | 45 | 44 | 36 | 19

CJ103P051 CJ103P053 12 1 15 41 | 41 | 38 | 24 32 100psig 160° F
25 31 [ 29 | 27
5 69 | 68 | 64 | 57 | 42 | 20

CJ103P071 CJ103P073 3/4 1 15 64 | 62 | 57 | 46 | 28 38 100psig 160° F
25 49 | 48 | 45 | 31
5 67 | 65 | 64 | 62 | 51 | 35

CJ103P101 CJ103P103 1 1 15 61 | 59 | 58 | 55 | 41 40 100psig 160° F
25 47 | 46 | 45 | 43 | 23
5 68 | 67 | 66 | 65 | 63 | 52 | 31

CJ103P151 CJ103P153 1172 1 15 62 | 61 | 60 | 59 | 55 | 39 44 100psig 160° F
25 48 | 47 | 46 | 45 | 4

ODo not exceed the maximum case pressure and maximum liquid temperature rating of the pump . Performance shown for 60Hz models. 50 Hz models also available. Models with suffix T
denotes TEFC motor. All other models utilize 0DP motors. Suction and Discharge Tappings 1-1/2" X 1-1/4"
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